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NFPA® Made In  U.S.A .

GL8
Graphic Annunciator
 The GL8 Graphic Annunciator is designed to accommodate 
today�s building codes with the owner�s and architect�s desire 
to maintain a high aesthetic appearance with a matte �n-
ished aluminum enclosure,  a shallow box depth and a variety 
of electronic circuit con�gurations.  Annunciation is accom-
plished through detailed graphics and the placement of high 
intensity LED�s at the exact location of a �re alarm appliance 
or zone.

This �No Excuses� line of annunciators is designed to easily 
adapt to customer supplied lamp driver modules and many 
other devices including LCD displays, key pads and switches.

Standard Features:
Quick & easy graphic upgrade and 
changes 
Anodized aluminum �nish 
Choice of four standard cabinet sizes 
Low pro�le 2 1/2� shallow box 
Lexanfi face panel and aluminum 
enclosure
Surface or �ush mounting 
Hinged cover with CAT 30 keyed door lock 
LED backlit point illumination (choice of 
colors) 
Choice of positive or negative zone input 
with multiple voltages (02, 12 & 24VDC)

DM Graphic Assembly Method
Graphic Image
(screened on 

back side)

Wiring Cable leading to 
Resistor Chip

(28 AWG)

Graphic Plate 
(Aluminum)

2 Point Slide 
Connector

LED
Red
Blue

Green
Amber
Yellow
White

LED Bezel
(Clear)

Snap Ring

(.080 Aluminum)

Polycarbonate
(.020 Lexan™)
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Speciýcation:
The GL8 Cabinet Construction consists of an aluminum extrusion graphic frame for high durability and 
strength with a 16 gauge sheet metal mounting plate for a solid and long-lasting installation. The enclosure 
is designed to meet today�s building codes with a low pro�le box to accommodate thinner walls. A solid 
stainless steel piano hinge and a high security CAT 30 keyed door lock accompany the door for secure easy 
access to the electronics.

With a slim cover frame, low pro�le, brushed aluminum anodized �nish and a 1/2� black, red, blue, beige  
or custom re�ective inlay accent trim, this �picture frame-like� graphic annunciator will enhance any area 
appearance. 

All graphic displays are generated by computer aided graphic software (CAD). The image is printed on 
the back of a polycarbonate sheet with UV resistant ink providing for vibrant and durable images. Panel 
layouts are punched with CNC equipment for accurate LED hole location. The display incorporates LED point 
illumination behind the graphic faceplate with pluggable, high intensity LEDs, thus allowing simple �eld 
replacement. 

The LEDs mount into clear bezels and are secured with snap rings. Wiring cables lead to a 2-point slide 
connector at the resistor chip board where it eventually leads to a Terminal Strip for �eld wiring connection.

Agency Listings:
UL 		  UOXX.S2580  Control Unit Accessories
MEA		  355-91-E
CSFM		  7120-0553:102

This document is subject to change without notice, see doc # ED0479 for legal disclaimer
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